
BX88185
Adapter Kit 

Installation Instructions

The BX88185 Adapter Kit is designed to adapt Blue Ox® tow bars to Roadmaster 
brackets which are equipped with the cross bar already.

CONTENTS:
Qty. Part #  Description
2 61-5639 Roadmaster Adapter
8 290-0381 .051 x .523 ID x 1.375 OD Washer
2 202-0143 1/2”-13 Essna Jam Nut, ZP
2 201-0645 1/2”-13 x 2” Hex Head Bolt, Short Thread, ZP
4 290-0347 1/16” x 13/16” ID x 2” Plastic Spacer
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Customer Service Commitment
Blue Ox® is committed to providing you with exceptional customer care throughout your lifetime with our 
products. Our team is here to assist you with any questions you may have regarding the performance of 
your product. Simply call (402) 385-3051 and you can speak with our customer care team. 

Additionally, please visit our website to see which rallies our Destination America team will be attending. 
For a nominal fee, our service technician will service your towing system to ensure it’s in proper working 
condition. Also, as a commitment to our customers, should you visit our factory, you can stay at our full 
service Blue Ox® campground at no charge along with enjoying a factory tour.

Again, thank you for being our customer and for the confidence you have shown in the performance of our 
products. It is because of customers like you we enjoy the success we have today.

IMPORTANT:USE ONLY GENUINE FACTORY REPLACEMENT PARTS.
Do NOT substitute homemade or non-typical parts. This may cause your adapter kit to fail and result in injury or death. If repairs of 
parts or components of your adapter kit are needed, you may order them through your nearest Blue Ox® dealer or distributor, or call 
our Customer Care Team at (402) 385-3051 or toll free at (888) 425-5382.

Installation Instructions
1.  Remove existing tow bar lug from the leg pivot.

2.  Install adapters to the tow bar leg pivots using the hex bolts, 
nuts, and washers.
 
3.  To attach the tow bar to the brackets, insert adapters into the 
attachment tabs of the bracket. Align the holes of the adapters 
with the holes of the brackets and pin in place using the existing 
bracket pins. 

Please visit www.blueox.com for the latest version of these installation instructions.
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